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When Harley radio is replaced with aftermarket radio the stock radio memory 
fuse with 1 amp rating will blow and need to be upgraded to a 5 or 10 amp rating. 

Verify that radio power fuse is rated for 10 amps. 
 
 
 
 
 

 

 

 

 

 

 

 

 

Fender tip light 
Blade fuse 

1 amp 

Radio power 
Blade fuse 

10 amp 

Cruise control 
Circuit breaker 

15 amp 

Accessories 
Circuit breaker 

15 amp 

Empty 
Lights 

Circuit breaker 
15 amp 

Ignition 
Circuit breaker 

15 amp 

Radio memory 
Blade fuse 

1 amp 

 

Circuit breakers are metal and sealed. They will automatically reset when tripped. 
The plastic blade fuses are single use and need to be replaced when blown. 

 Biketronics Inc. 
Fuse & Circuit breaker layout 
1994 - 1996 Harley FLHTC/U 

Do not exceed 10 amp rating for each radio fuse 

Air cleaner side Kickstand side Top 

This diagram/layout shows OEM fuses/breakers and is 
orientated in same position as mounted in Harley fairing 

Fuses and circuit breakers are located in 
fairing behind headlight and below radio 

CAUTION 

Upgrade fuse to 5 or 10 amp 


