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Programming the Automatic Volume Control (AVC) 
 

This procedure should not be necessary with new modules! All new modules 

come pre-programmed! We recommend testing the stock settings before 

changing the AVC. 

 

To setup the AVC, please note the following: 

 

 AVC information WILL NOT display on radio face! 

 

 The only method to verify successful AVC programming is to ride the bike and 

verify that radio volume varies with speed. 

 

 There will be no indication that you have entered the programming mode in 

Step #1. You should count out the seconds or use a watch to determine the 

correct amount of time has passed, and then quickly go into Step #2. 

 

 When programming in Step #2, the radio screen should not change/display 

volume, radio setting, track, channel, etc. If this does occur, then you did not 

complete Step #1. 

 

 Automatic volume control depends on the number of pushes in Step 2: 

1 push =Slowest volume gain 

20 pushes = Fastest volume gain 

0 pushes = AVC turned off 

Most people tend to prefer between 2 and 7 pushes. 

*** If you don’t push anything within two seconds of releasing after Step #1, 

then the module will read that as 0 pushes and will turn the AVC off! 

Instructions continued on back side. 
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To begin, turn on the radio. 

 

1988-1995 HARLEY DAVIDSON 

Step #1 LEFT BUTTON - PUSH IN and HOLD for 10 SECONDS then release 
to enter programming mode. 

Step #2 LEFT BUTTON - PUSH RIGHT and RELEASE 2-7 times (typical) 

Step #2 will time out after 2 seconds following last push 
Step #3 DO NOT operate controls for 10 seconds to allow programming to 

reset 
Step #4 Ride bike to verify AVC program. Volume should change with 

speed. 
Repeat above steps to reset AVC if necessary 

 

 

1996-2012 HARLEY DAVIDSON 

Step #1 LEFT BUTTON - PUSH IN and HOLD for 10 SECONDS then release 
to enter programming mode. 

Step #2 LEFT BUTTON - PUSH UP and RELEASE 2-7 times (typical) 

Step #2 will time out after 2 seconds following last push 
Step #3 DO NOT operate controls for 10 seconds to allow programming to 

reset 
Step #4 Ride bike to verify AVC program. Volume should change with 

speed. 
Repeat above steps to reset AVC if necessary 

 

Left Handlebar Controls 

1988-1995 Harley 1996-2012 Harley 

UP 

DOWN 


