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BT1004 Wire Map
BT1004 Fitment:

1996 to 1997 
Harley-Davidson FLT

with Sony Radio

Sony Connector Bundle (White Connector)

Biketronics color Sony color Function
Red Red 12 volt switched

Black Black Ground

Yellow Yellow 12 volt constant

Gray Gray Right speaker +

Gray/black Gray/black Right speaker –

White White Left speaker +

White/black White/black Left speaker –

Handlebar Control Bundle (8-pin)

Pin# BT color Harley color Function
1 White Pink/white Common

2 Red Brown/black Recall (push in)

3 Violet Gray/green Volume down  (push down)

4 Brown Green/blue Volume up      (push up)

5 Green Brown/white Seek up          (push up)

6 Blue Gray/white Seek down      (push down)

7 Orange Violet/black Band               (push in)

8 Gray Orange/black Common
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Power/Speaker Bundle (12-pin)

Pin# BT color Harley color Function
1 Red Red/orange 12 volt constant

2 Black Black Ground

3 Orange Orange/blue 12 volt switched

4 n/a n/a n/a

5 Yellow White/green Speed sensor (AVC)

6 n/a n/a n/a

7 n/a n/a n/a

8 n/a n/a n/a

9 Gray Gray/red Right speaker +

10 Gray/black Green/black Right speaker –

11 White White/orange Left speaker +

12 White/black Green/white Left speaker –
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BT1006 Wire Map
BT1006 Fitment:

1994 to 1995 
Harley-Davidson FLT

with Sony Radio

Sony Connector Bundle (White Connector)

Biketronics color Sony color Function
Red Red 12 volt switched

Black Black Ground

Yellow Yellow 12 volt constant

Gray Gray Right speaker +

Gray/black Gray/black Right speaker –

White White Left speaker +

White/black White/black Left speaker –

Handlebar Control Bundle (8-pin)

Pin# BT color Harley color Function
1 White Pink/white Common

2 Red Brown/black Recall (push in)

3 Violet Gray/green Volume down  (push left)

4 Brown Green/blue Volume up      (push right)

5 Green Brown/white Seek up          (push left)

6 Blue Gray/white Seek down      (push right)

7 Orange Violet/black Band               (push in)

8 Gray Orange/black Common

Power/Speaker Bundle (12-pin)

Pin# BT color Harley color Function
1 Red Red/orange 12 volt constant

2 Black Black Ground

3 Orange Orange/blue 12 volt switched

4 n/a n/a n/a

5 Yellow White/green Speed sensor (AVC)

6 n/a n/a n/a

7 n/a n/a n/a

8 n/a n/a n/a

9 Gray Gray/red Right speaker +

10 Gray/black Green/black Right speaker –

11 White White/orange Left speaker +

12 White/black Green/white Left speaker –
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Fuse and Circuit Breaker Layout
1994-1997 FLHTC/FLHTCU

When the Harley radio is replaced with an aftermarket 
radio, the stock Radio Memory fuse with 1 amp rating 
will blow unless upgraded to a 5 or 10 amp rating. 
Verify that Radio Power fuse is rated for 10 amps. See 
diagram below.

Circuit breakers are metal and sealed. 
They will automatically reset when tripped.

Blade fuses are plastic and are single use. 
They will need to be replaced when blown.

Fuses and circuit breakers are located in 
fairing behind headlight and below radio.

This diagram shows OEM fuses and circuit breakers, and is 
orientated in the same position as mounted in the Harley fairing

CAUTION
Do not exceed 10 amp rating 

for each radio fuse

Fender Tip Light
Blade fuse

1 amp

Radio Power
Blade Fuse

10 amp

Cruise Control
Circuit Breaker

15 amp

Accessories
Circuit Breaker

15 amp

Empty
Lights

Circuit Breaker
15 amp

Ignition
Circuit Breaker

15 amp

Radio memory
Blade Fuse

1 amp

Upgrade fuse to 5 or 10 amp

Verify that Radio Power 
fuse is rated for 10 amps

Air cleaner side Kickstand sideTop
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