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Splash cover installed 
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Congratulations on your RetroRadio purchase! RetroRadio ties almost any Sony in-dash AM/FM 
CD/MP3 player to your 1988-1993 Harley Electra Glide® with handlebar radio controls. Even the 
speedo signal is used to automatically control the volume! Should you have questions regarding 
RetroRadio, feel free to call Biketronics toll free at (800) 735-2419.  
 
 
 
 
 
 
 
 
 
 

 

Installation outline is as follows: 
1. Disconnect battery - negative cable first. DO THIS NOW! 
2. Remove fairing. 
3. Prepare radio for installation. 
4. Install connectors on Biketronics module. See supplemental sheet. 
5. Install radio with RetroRadio module. 
6. Rear speakers-need new leads to Sony rear outputs. 
7. Test radio and reinstall fairing. 
8. Enjoy the latest sound technology on your bike. 

 
Disconnect battery – negative cable first! DO THIS NOW!  
 
Remove outer fairing (consult shop manual) 
 
Prepare Radio for Installation 
 

 Sony Radio Cage  
Apply 1 or 2 layers of 2” packing 
tape (not supplied) to front edge 
of cage.   (see photo #1) 

Tape will provide extra moisture 
protection. Install cage onto 
radio and latch into place.  

  

Tools Required 
⅜", 7/16",  ½", 7mm wrenches  Channel loc type pliers 
5/32" Allen wrench (ball end type works best) 
Phillips screw driver 

Soldering pencil or crimp tool with crimp 
caps (if using your own radio) 

Photo 
#1 

Biketronics Inc. 
BT 1008 

1988-1993 Harley Electra Glide® 

 Disconnect battery – negative cable first 
 Read all instructions FIRST - This will eliminate may problems 
 Prior to disassembly, insure that you have all necessary tools and parts for the job 
 Protect bike finish using towels/blankets. Before fairing removal, prepare a safe, 

padded area to place fairing 
 Allow plenty of time (1½-3 hours) – don’t rush job 
 When in doubt, re-read the instructions or call Biketronics for assistance 
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Install Radio in dash 

 Remove old Radio 
Follow shop manual procedure to remove old radio. Outer fairing must be removed. 
Instrument cluster removal is recommended but not essential. Be careful with inner 
fairing plastic as it may be brittle. Retain radio mounting bracket, screws, nut plates, 
rubber nose-seal, and handle bar cover. 

 
 Mounting bracket preperation 

Using a pair of channel loc pliers, relieve 8 spring  
tabs on mounting bracket to allow radio with cage 
to slide into bracket without binding.(see photo #2) 

 
 
 
 
 
 
Prepare mounting bracket by applying 
adhesive-backed moisture barrier to top 
and sides. Next, re-attach rubber  
nose-seal to mounting bracket.  
(see photo #3) 
 
 

 

Re-install mounting bracket, nose-seal,  
handlebar cover and moisture barrier as  
a UNIT to inner fairing.  (see photo #4) 

After tightening assembly, install supplied  
U-shape plastic trim to cover screw heads  
and top of mounting bracket. Dash is now  
ready to accept new radio with cage. 
 

 
 
 

 Install Radio. 
Insert radio with cage into dash. 
(see photo #5) 

Fasten back of radio to fairing cross brace 
mounting tab using supplied M4 (metric) 
hex head bolt and washer. Some 
adjustment of tab and/or cross brace may 
be necessary. (DO NOT APPLY UNDUE 
FORCE TO PLASTIC INNER FAIRING.) 

 

Photo 
#2 

Photo 
#3 

Photo 
#5 

Install connectors on module- see supplemental sheet 

Photo 
#4 
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 Connect Sony pigtail wire harness to RetroRadio Module.  (Note: Skip 
step if your module came with connectors.) 
It is important to make connections by soldering or crimping. Use shrink tubing or 
high quality electrical tape to insulate your work. Bottom line: make sure you 
have good electrical connections to avoid future problems. 
On workbench, solder/crimp seven (7) wires from RetroRadio module to Sony 
pigtail wire harness using the following table:  Tape unused wires. 

 
Function Sony wire color Biketronics wire color 

Switched 12 volts Red Red 
Constant 12 volts Yellow Yellow 
Ground Black Black 
Spkr: Right (+) Gray Gray 
Spkr: Right (-) Gray/Black stripe Gray/Black stripe 
Sprk: Left (+) White White 
Sprk: Left (-) White/Black stripe White/Black stripe 

 
 

Test and Finish up 
 Plug Black cable from Biketronics (Orange) module into jack in rear of radio. 

Cable must point straight up toward windscreen.  
 Plug antenna lead in rear of radio.  
 Plug radio pigtail wire harness - Black connector into rear of radio and White 

connector into harness on Biketronics (Orange) module.  
 Plug Harley 1 pin, 3 pin, 6 pin and 8 pin connectors into Biketronics (Orange) 

module. 
 Use included zip ties to secure module and harness. 
 Reconnect battery cables to Harley battery – positive cable first. 
 Install radio face onto radio. 
 Check radio functions with handle-bar radio control buttons. Refer to pages 4 & 5 

for Automatic Volume Control (AVC) programming and handle-bar radio control 
functions. 

 Reinstall fairing and go riding. 
 
 
 

 
 

 It is UNSAFE to look at the radio while riding. Familiarize yourself with radio 
controls in the garage. Allow yourself time to normalize working the radio with 
hand controls and “hearing” the results. 

 Sony radios have a beep that is emitted when control input is given. Keep this 
feature enabled until you are acclimated to operating the radio without looking at 
the radio face. 

 

IMPORTANT NOTE 
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 For handle-bar radio controls to operate, the 1/8" L-shaped plug on Black cable 
must be firmly plugged in back of radio with Black cable pointed straight up 
toward windscreen. 

 There is 1 fuse located in rear of Sony radio (10 amp rating) required for radio to 
operate. 

 Radio sound can be greatly enhanced by the use of tone and equalizer bands. 
Consult radio instruction manual to access these functions. 

  If handle-bar radio controls start to operate erratically, disconnect negative 
battery cable from Harley battery for 1 minute and reconnect. If the problem still 
persist call Biketronics for assistance. 

  Addition of separate ground wire between radio and bike frame can cure erratic 
handle-bar control of radio. Radio has bolt hole (M4 metric x ⅜") in rear of unit 
for ground point. 
 
 

 
 

 
 

 

 

If you wish to change the setting - perform the following steps: 

 Turn on radio to start AVC programming. 
 AVC information WILL NOT display on radio face. 
 Follow “SET AVC” procedure on page 5. 
 The only method to verify successful AVC programming is to ride bike and verify 

that radio volume varies with speed. 
 Tips and suggestions - 
 Harleys can experience problems due to corrosion/age/modifications that may 

effect normal operations of handle-bar radio control buttons. 
 Set AVC – step #2 (page 5): Automatic volume control depends on # of pushes 

of LEFT handle-bar radio control button. 1 push = fastest volume gain, 20 
pushes = slowest volume gain, 0 pushes = AVC turned off. Typical setting is 
usually 2 – 7 pushes of LEFT handle-bar radio control button. 

 Left handle-bar radio control buttons – radio volume, tone & balance. 
 Right handle-bar radio control buttons - radio seek/scan, presets & 

source/mode. 
 Harley ignition must be turned on for radio to operate. 

 
 
 

Trouble Shooting 

Automatic Volume Control (AVC) 

NOTE! 

Biketronics module comes from factory with AVC setting of 2 for 
 normal operation 
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Function 1988-1995 Harley 1996-2012 Harley 
Set AVC 
Step #1 

Left button - Push in/hold for 10 seconds then release  
 

Step #2 
Left button - Push right and release 

 2-7 times (typical) 
Left button - Push up and release 

2-7 times (typical) 

Step #2 will time out after 2 seconds following last push 

Step #3 Do not operate controls for 10 seconds to allow programming to reset 

Step #4 Ride bike to verify AVC program. Volume should change with speed. 
Repeat above steps to reset AVC if necessary 

 
Function 1988-1995 Harley 1996-2012 Harley 

Turn off AVC 
Step #1 

Left button - Push in/hold for 10 seconds then release 
 

Step #2 Do not operate controls for 10 seconds to allow programming to reset 

Turn on AVC Perform above procedure  – “Set AVC” 

 

Function 1988-1995 Harley 1996-2012 Harley 
Change volume Left button – Push left or right Left button – Push up or down 
Change bands 

(Radio, CD, IPOD, 
Aux, Satellite, 

USB) 

Right button – Push in/momentary hold/release  
until desired band is displayed 

Seek/Scan Right button – Push left or right Right button – Push up or down 

Seek presets 

Right button – Push in/release then 
 push right button right (seek up) or 
 push right button left (seek down) 

Right button – Push in/release then 
 push right button up (seek up) or 

push right button down (seek down) 

Seek preset mode times out after 4 seconds following last push 
Change AM/FM 

bands Right button – quick double push in 

Adjust 
tone/balance 

Left button - Push in repeatedly until desired function is displayed 
then use a following step - 

Left button – Push left or right 
to adjust function 

Left button – Push up or down 
to adjust function 

Turn on radio Right button – Push in/hold 

Function 1988-1995 Harley 1996-2012 Harley 

Automatic Volume Control (AVC) Programming 

Handle-bar Functions 
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Biketronics Warranty Policies 

 
General Warranty Information: Warranty applies to the original retail purchaser only and is not 
transferable. Proof of purchase is required for all warranty claims. 
Auction Sales Policy: Products purchased through auction type websites, such as EBay, are subject 
to the return and warranty policies of the seller. Please make sure you understand their service 
and return policies before any funds are exchanged.  Biketronics Inc. will warranty products 
purchased this way but the customer will be responsible for all shipping costs.    
Satisfaction Guarantee: Products purchased directly from Biketronics Inc. come with a 30 day 
satisfaction guarantee.  Refunds exclude shipping charges and a 7% restocking fee. For a full 
refund: products must be in excellent condition and kits must be complete in original packaging. 
*Biketronics products that are purchased through a dealer are subject to the dealers return policy.   
Warranty Coverage on Aftermarket Radios: Radios purchased from Biketronics Inc. come with the 
manufactures warranty. Warranty does not cover damage due to improper installation, shipping, 
handling or water damage caused from failure to use a protective cover. This coverage is handled 
by the customer through the radio manufacturer.  Biketronics Inc can handle this process for a 
handling fee and all shipping costs. 
Warranty Coverage on Hogtunes Speakers: Hogtunes speakers purchased from Biketronics Inc. 
come with the manufactures 20 year warranty. Warranty does not cover damage due to improper 
installation, shipping, or handling such as punctured surrounds. 
Warranty Coverage on Titan Speakers: Titan speakers purchased from Biketronics Inc. come with 
a lifetime warranty. Warranty does not cover damage due to improper installation, shipping, or 
handling such as punctured surrounds. 
Warranty Coverage on Biketronics Inc. Products: All products manufactured by Biketronics come 
with a lifetime warranty. Warranty does not cover damage due to improper installation, shipping or 
handling. 
Exclusions: Any defects resulting from water damage, fire, acts of nature, misuse, abuse, 
modification, improper installation, vehicle crash, or any type of impact will void the warranty. We 
will not be responsible for damages to motorcycles resulting from the use or misuse of the product. 
In no event shall Biketronics Inc. be liable for any damages whatsoever (including consequential 
damages, incidental damages, or damages for loss of use, loss of time, inconvenience, or other 
losses) arising out of the use, misuse, or inability to use our product. Biketronics Inc. reserves the 
right to change the design of its products without any obligation to modify any previous product. 
Repair or Replacement: If your product is not functioning properly, please call us at 800-735-2419 
as soon as possible so we can assist you in diagnosing and resolving your product problems. In cases 
where a product is defective, please call us for an RMA (return merchandise authorization) number. 
If the product is found to be defective and covered under warranty, it will be repaired or replaced 
at our option. Any charges accrued for removal, installation, reinstallation and shipping will not be 
covered by this warranty.  
Damaged or modified equipment: will be subject to a charge equal to the parts and labor required 
to return the product to as-new condition. This includes damaged wires, connectors, housings and 
shipping damage. If the product is not found defective Biketronics Inc. will return the product at 
the customers cost. 
International Customers: Customer will pay shipping on all warranty services. 
Warranty repair – repair or replace shipping time: We will ship out a repaired or replacement 
unit after receiving and testing, 6-8 business days from arrival at Biketronics, There is a refundable 
core charge if Biketronics sends a replacement part before receiving the defective part. The 
old/defective part must be returned within 60 days. 

 


