
 
 
 

                   PackPower (BT220) Installation Guide 
 

 
Congratulations on your PackPower purchase! PackPower is made in America, and to the extent possible, using 
components from American companies. PackPower adds a convenient protected power outlet to Tour-Pak equipped 
motorcycles. The familiar cigar lighter receptacle can be used to recharge and power personal accessories such as cell 
phones, personal computers/PDA's, camp lights and flashlights. Note that PackPower is live when Tour-Pak lights are on. 
Should you have questions regarding PackPower, feel free to dial the number found below or on your PackPower unit.  
 
Installing PackPower is a snap! Follow these easy steps... 
 

1. Make sure ignition switch is in off position 
2. Open Tour-Pak and locate OEM 3-position connector under Tour-

Pak rubber mat (front-left). See Figure 1. 
3. Separate connector halves by depressing button on connector. 
4. Insert PackPower connectors (white) into OEM connectors (black). 
5. Align connectors side-by-side (if possible) and place connectors 

into molded depression in Tour-Pak bottom. (Figure 2) 
6. Replace rubber mat. 
7. Enjoy the convenience of a protected power outlet while riding. 

 

 

Important PackPower use notes: 
 

- Be sure to observe proper operating and charging instructions for 
any device you plug into PackPower. (Refer to the device 
instructions and note that some devices can become warm or even 
HOT when energized.) 

- Avoid laying sharp and/or heavy objects on top of PackPower 
components that could possibly cut and/or short wires. 

- PackPower is fused for your protection. Should it become necessary 
to replace PackPower's fuse, USE A MAXIMUM 2 AMP FAST 
BLOW UNIT. 

- Always REPLACE RED SAFETY CAP when PackPower is not in 
use. (Remove PackPower altogether for extended periods of 
inactivity.) 

 

 
 
 

Look for other fine Biketronics offerings. Feel free to contact Biketronics or your dealer for: 

- BlinkerSpot turns spotlights into blinkers allowing complete removal of front turn signals and wiring. 
- TailBones allows rear turn signals to work as both stoplights and running lights even with single filament bulbs. Plugs 

right in. 
- TailRunner enables rear turn signals to double as running lights even with single filament bulbs.  
- FrontRunner adds running light function to your single-filament front turn signals, including high power halogen 

bulbs. 
- SmartEqualizer is the solution for custom lighting on alarm, alarm option and non-alarm bikes. The computerized 

load equalizer allows you to install any combination of turn signal indicator, including halogen and LED’s. 
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