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Special Note: Please check local laws regarding color of turn 
signal lens when used to display brake signal. You may be 
required to use RED lenses. 

 
 
 

TailBones Installation Guide 
 

 
Congratulations on your TailBones purchase! TailBones modules contain no mechanical components and 
should provide years of trouble-free service. TailBones are made in America, and to the extent possible, using 
components from American companies. Should you have questions regarding TailBones, feel free to dial the 
number found on your TailBones modules.  
 

The TailBones are easy to install. The outline of the installation is as follows: 

� Disconnect battery – Just in case. Negative (-) cable first. DO THIS NOW! 
� Locate and disconnect OEM rear lighting connectors. 
� Insert and secure TailBones into OEM rear lighting connectors. 
� Test TailBones operation and reinstall outer rear fender and reconnect battery. 

 

1) Locate and disconnect OEM rear lighting connectors 
Connector location: Between inner and outer rear fender. 
(Note: Depending on clearances it may be possible to install V-Rod TailBones through rear taillight opening. 
You may wish to try this approach if clearances permit.) Consult shop manual and carefully remove both the 
taillight followed by the outer rear fender, revealing 
1ea. OEM 4-position and 2 ea. OEM 2-position rear 
lighting connectors. 2-pos. connectors are for left 
(violet & black) and right (brown or violet & black) 
turn signals. 4-pos. connector (red w/yellow stripe, 
blue, orange w/white stripe and black) is for taillight. 
Note release buttons on connectors to allow 
separation of connector halves. Insert Tailbones 
module into connector halves and mount module 
above inner fender taillight depression area. (See 
Figure for a possible mounting location.) Use duct 
tape or similar to fix module, wire bundles, and 
connectors to inner fender. Ensure proper tailbones 
operation BEFORE reassembly.  
*** Important *** When reinstalling outer fender, 
continually check between inner and outer fender for both module and connector clearance. Use caution during 
reassembly to avoid dimpling outer fender. 
 

2) Reconnect battery – Positive (+) cable first 
 

3) That’s it! Enjoy added safety from additional rear 
lighting! 

 

 
 
Look for other fine Biketronics offerings. Feel free to contact Biketronics or your dealer for: 

- SmartEqualizer is the solution for custom lighting on V-Rod. The computerized load equalizer allows you to 
install any combination of turn signal indicator, including halogen and LED’s. 

321 East Palouse River Drive 
Moscow, Idaho  83843 

USA Toll Free: (800) 735-2419 
International: (208) 875-2645 

www.biketronics.com 
© Biketronics Inc. 2001-2009   

Made in USA 

Biketronics Inc. 
 

 
Innovative V-Twin Electronics 

BT300V for: 
 
V-Rod only (up 
to 2006) 


