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1998-2005: Rear Output Adapter Connection for BT4180 + Stock Radio

Procedure
1. Crimp contact pins to transformer 

wires.

2. Remove red connector cover by 
placing a needle or sharp object 
between the black tab and red face.

4. Flip connector over. Insert the four 
wires from the transformer. White on 
the left, black stripe on top.

Hole# Wire
3 White with Black Stripe
4 Grey with Black Stripe
10 White
11 Grey

3. Remove these 4 pins by GENTLY 
prying the black plastic jaws apart 
with a pin. Note the orientation.

Hole# Wire
3 White with Brown Stripe
4 Light Green with Brown Stripe
10 Brown
11 Green
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Stripe

Top-Reverse

Top-Front

No Stripe

Note: Harley Part Number for Pins: 72190-94

Note: We are only showing the speaker wires. 
Your connector will have many more wires.
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4. Flip connector over. Insert the four 
wires from the transformer. White on 
the right, black stripe on bottom.

Hole# Wire
1 Grey
2 White
24 Grey with Black Stripe
25 White with Black Stripe

3. Remove these 4 pins by GENTLY 
prying the black plastic jaws apart 
with a pin. Note the orientation.

Hole# Wire
1 White with Brown Stripe
2 Light Green with Brown Stripe
24 Brown
25 Green
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Stripe

Top-Reverse

Top-Front

No Stripe

Note: Harley Part Number for Pins: 72190-94

Procedure
1. Crimp contact pins to transformer 

wires.

2. Remove red connector cover by 
placing a needle or sharp object 
between the black tab and red face.

Note: We are only showing the speaker wires. 
Your connector will have many more wires.


