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In order to use your new Titan-Hertz 5 ¼" speakers on your Harley Davidson touring bike, you must perform 
the following installation guidelines: 
 

1. Use our included converter to change from Harley size to metric quick disconnects. Insulate connection 
with supplied heat shrink tubing. 

2. (Electra Glide – all) If necessary, apply a slight bend to Harley speaker fairing support bracket. If OEM 
speaker adaptors are used it will be necessary to trim rib on left and right side to clear top speaker tabs. 

3. (Electra Glide – '96 & '97) May require fairing support brackets, HD part # 58938-96B & 58939-96B. 
4. (Road Glide - '05 and earlier) Use included nylon spacers between speaker and fairing. 
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Installation Guide 

1. Figure shows quick disconnect converter in-line 
between speaker and stock wiring. 

 
Note that green wires go to the negative 
speaker terminal.  Ensure that all contacts are 
adequately insulated from shorting. 

 
 2. Use included heat shrink tubing to insulate 

your work. 
 

LIFETIME WARRANTY 
through Biketronics Inc. 

3. Figure shows use of a small crescent wrench or 
pliers to apply a slight bend in the speaker 
fairing support bracket. Go easy and avoid 
cracking or breaking ABS plastic inner fairing. 

 
4. Specifications: 

   Coaxial 130mm (5 ¼") 
 2 way - 20mm tweeter, 130mm woofer 
 4 ohm impedance 
 Efficiency 91dB/SPL 
 Frequency range 65-23kHz 
 50 Watts RMS power, 100 Watts peak power 
 Crossover integrated 4kHz – 6dB Oct.  
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