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Titan XL 6½" Speaker 
Installation Guide 

 

Step One: Mounting Adapter to Fairing 
 

 
 
 
 
 
 
 

 
 

    
 

  
 
 
 
 
 
 

   
 

 
 

 

                          Specifications: 
Coaxial 165mm (6½") 
2 way – 20mm tweeter, 165mm woofer 
3 ohm impedance 
Efficiency – 92dB/SPL 
Frequency range - 50-22kHz 
100 Watts RMS power, 200 Watts Peak 
Crossover 4kHz – 6dB Oct. integrate

WARNING! 
Do Not 

Install  Screw 
In Lower 

Inside 
Corner! 

 
Harley uses 

only 3 screws 
to secure 

speakers to 
fairing. 
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Use new 
#10x1⅛" 
screws in 
these 3 

locations 
 

 

 

Place speaker 
adapter to    

position decal 
emblem in top or 

12 o’clock 

location 

Fairing top 
surface 

Fairing 
outside 
edge 

 

BT 451 
for ElectraGlide  

fairing 
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Step Two: Mounting Speaker to Adapter  
Use enclosed wire adapters to convert Harley speaker connectors to fit metric terminals 
on speaker. Insulate connection with heat shrink tubing. See speaker connections table 

on page 2. 
  

 
 

  
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

1996-2011 Harley wire colors for fairing speaker connections 

Air cleaner side Kick stand side 

Harley  

Grey/red 

Speaker  

positive 

terminal 

Wire adapter 

Gray 

Harley 

White/orange 

Speaker  

positive 

terminal 

Wire adapter  

White 

Harley  

Lt. Green/black 

Speaker 

negative 

terminal 

Wire adapter  

Gray/black 

Harley  

Lt. Green/white 

Speaker  

negative 

terminal 

Wire adapter  

White/black 

Fairing 
Outside 

 edge 

Position end tab of horizontal aluminum bracket as 
shown to determine correct position of speaker and 

mounting screw. 

Use new 
#6x¾" 

screws in 
these 4 

locations 

Position speaker 
wire terminals  
toward fairing 

gauges or fairing 

top for best fit  

Fairing top 

Loosen bolt to aid in 
positioning aluminum 

bracket. Tighten bolt after 

speaker is installed. 


