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Place grill onto adapter with cloth side facing rider.
Position speaker adapter so that decal is in the top or 12 o’clock position.
Attach adapter to fairing using the included #10x1⅛” screws, 3 screws/adapter.
Loosen speaker support bolt before proceeding.

DO NOT OVERTIGHTEN SCREWS

Step One: Mounting Adapter to Fairing

Titan II 6½” Speaker
Installation Guide

BT471
ElectraGlide fairing 

1996 to Present

Specifi cations:
Coaxial 165mm (6.5”)
2 way - 20mm tweeter, 165mm woofer
4 ohm impedance
Effi ciency - 93.2 dB/SPL
Frequency range - 50Hz to 22kHz
100 Watts RMS power, 200 Watts peak
Integrated crossover

Kit Contents:
(2) 6.5” Speakers
(2) Speaker Adapters
(6) #10x1⅛” Screws
(8) #6x¾” Screws
(2) Cloth-Covered Grills

Do not place 
a screw in the 
lower-inside 
corner of adapter

Loosen this bolt.

WARNING!

Clutch-side shown

B I K E T R O N I C S

Use new #10x⅞” screws in these three holes
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Position speaker on adapter so that Biketronics decal is horizontal.
Attach speaker to adapter using #6x¾”screws in marked holes.
Attach speaker support bracket under bottom-right screw.

DO NOT OVERTIGHTEN SCREWS

If necessary, use included speaker wire adapters to convert your spade connectors 
from imperial-size to metric-size. Remember to respect polarity when making 
connections. Insulate connections with included heat shrink to prevent shorting.

Step Two: Mounting Speaker to Adapter

Loosen bolt to aid 
in positioning of 

aluminum bracket. 
Tighten bolt after 

speaker is installed.

Attach positive and 
negative terminal 
leads to speaker. 

Use chart at bottom 
of page.

Position end tab of horizontal aluminum 
bracket below screw head as shown. 

1996 to Present Harley wire colors for fairing speaker connections
Brake Side Speaker Terminal Polarity Clutch Side

Harley
Grey/red

Speaker / Adapter
Red: Positive (+)

Harley
White/orange

Harley
Light Green/black

Speaker / Adapter
Black: Negative (–)

Harley
Light Green/white
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Contact Biketronics if you require assistance
Toll Free: 800-735-2419
International: 208-875-2645

E-Mail: info@biketronics.com
Web: biketronics.com


