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Titan II 6.5” Speaker Installation Guide

BT472
For RoadGlide™ Fairing 

2006 to Present

Step One: Mounting Adapter to Fairing

Place screws in these 4 
locations. See below.

Specifi cations:
Coaxial 165mm (6½)
2 way – 20mm tweeter, 165mm woofer
Integrated Crossover
Frequency range – 50Hz - 22kHz
4 ohm imedance
Effi ciency – 92.6 db/SPL
100 Watts RMS
220 Watts Peak RMS
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There are separate adapters for left and right sides of fairing. 
Adapters WILL NOT work unless installed on correct side.

Rider Left-Hand (LH) adapter shown below. 

Some RoadGlide grills will only take the smaller #6 sized screws, while 
others will require the #8. Start with the smaller #6 – if it feels loose, 

change to a #8. Do not overtighten or you will strip the grill holes!
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Use enclosed wire adapters to convert Harley speaker 
connectors to fi t the metric-sized terminals on speakers.

Insulate connection with heat shrink tubing.

This kit will work with 1998 and newer models with updated and revised grills – 
Harley Davidson part#: 77021-98B & 77022-98
(Not necessary for ‘06 and later RoadGlides™)

Step Two: Mounting Speaker to Adapter

Step Three: Making the Connections

Use #6x¾” screws in 
these 4 locations
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1998 to Present Harley Wire Colors for Fairing Speaker Connections
Brake Side Speaker Terminal Polarity Clutch Side

Harley
Grey/Red Positive ( + ) Red Harley

White/Orange
Harley

Light Green/Black Negative ( – ) Red/Black Harley
Light Green/White


