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Step One: Mounting Adapter to Fairing
FOR FAIRING

Titan II 4” Speaker
Installation Guide

For Fairing and Rear Pods

BT476
1997 and earlier 
Harley Davidson 
with 4” Speakers

Specifi cations:
4 ohm impedance
Effi ciency: 89.2 dB/SPL
Frequency range: 90Hz – 22kHz
50 Watts RMS power, 100 Watts peak

Kit Contents:
(2) 4” Speakers
(6) M3 – 6mm screws
(8) #6 x ½” screws
(2) Speaker Adapters
(2) Terminal Adapters

B I K E T R O N I C S

1. Start by removing the stock Harley speakers and retaining the stock screws.
(6 each: 12-16 x ⅝” Pozi-Drive Panhead)

2. Remove the included screws from the adapter plate – don’t lose them!

3. Attach adapter plate to fairing using the stock Harley screws, with the textured 
side of the plate exposed.

Note: only 3 screws are used to hold the adapter 
plate to the fairing.
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Attach speakers to adapter plate using the small screws
(3 screws per speaker/adapter)

DO NOT OVERTIGHTEN SCREWS

Step Two: Mounting Speaker to Adapter

1994 to 1995 Harley wire colors for fairing speaker connections
Brake Side Speaker Terminal Polarity Clutch Side

Harley
Grey/red Positive (+) Red Harley

White/orange
Harley

Green/black Negative (-) Black Harley
Green/white

1988 to 1993 Harley wire colors for fairing speaker connections
Brake Side Speaker Terminal Polarity Clutch Side

Harley
Red Positive (+) Red Harley

Orange
Harley

White/Red Negative (-) Black Harley
White/orange

Contact Biketronics if you require assistance
Toll Free: 800-735-2419
International: 208-875-2645

E-Mail: info@biketronics.com
Web: biketronics.com

Use the following wire color table to connet the stock speaker wires (imperial-size) to 
the speaker terminals (metric-size) with the included wire adapters.
Insulate connections with heat shrink tubing.
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FOR REAR PODS

Begin by removing the grill and stock 
Harley speakers from the rear pods.

Make sure the white connector is 
oriented with the longer side facing 
out. These connectors sometimes 
come pre-installed in the wrong 
direction, resulting in the grill not 
attaching correctly.

Note the gap between the “ridges” 
and the “washer”

Place the speaker onto the pod 
mounting surface and attach directly 
using the enclosed screws.
(4 screws/speaker: #6 x ½”)

Titan II 4” Speaker
Installation Guide

BT476
1997 and earlier 
Harley Davidson 
with 4” Speakers

SHORT  LONG

If you are using an aftermarket radio then the OEM wiring system must be bypassed. Use 
the wiring diagram on the next page to assist you in routing new speaker wires. This is not 
necessary for riders using the stock radio.

If an adapter plate is included in your kit, note that it is not used for rear pod installation.
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