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Step One: Installing Tweeter Bridge

Titan II 6” x 9” Speaker
Installation Guide

BT479HT
6x9 Saddlebag 
Speaker Lid kit

Speci cations:
2 way - 20mm tweeter, 6” x 9” woofer
4 ohm impedance
Efficiency - 94.5 dB
Frequency range - 45-22kHz
120 Watts RMS power, 240 Watts peak
Integrated crossover

Kit Contents:

B I K E
T R O

N I C S

Notice the wire running THROUGH
 the designated notch

DO NOT CROSS THREAD OR OVER TIGHTEN SCREWS

1.1 Run the tweeter wires through the rectangular hole near the edge of the speaker opening

1.2 Locate the tweeter bridge with the positioning studs on the top side of the lid

1.3 Fasten the tweeter bridge using the supplied 4-40 x 3/8" black screws

(2) 6" X 9" Speakers
(2) Tweeter Bridges
(8) #8 x 5/8" Screws
(4) 4-40 x3/8" Screws
(1) Hogtunes Lid Kit
   See HT Install Manual



Step Two: Installing the Gasket
2.1 Carefully seat the rubber ring gasket inside the lip of the speaker basket
2.2 Make sure that the entire edge of the gasket is flat and will provide a seal    
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Noitice how the gasket is securely fitted by the lip of the speaker basket
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Step Four: Installing the Grill

DO NOT OVERTIGHTEN SCREWS

Step Three: Mounting the Speaker
3.1 Place the speaker so the small notch in the basket clears ..............
3.2 Using the supplied #8 x 5/8 screws evenly tighten the speaker into place
3.3 Ensure that the speaker sits and seals well. 

4.1 Align the tabs of the grill into the slot
4.2 Slide the grill into place
4.3 Seat the grill and fasten using supplied screws

 

Slot location which 
retains the grill tab

Screws fasten grill
from the underside
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Biketronics Harness
(if included)

Rider-Left

Green: Positive (+)
Green w/ Black: Negative (–)

Rider-Right

Purple: Positive (+)
Purple w/ Black: Negative (–)

Tweeter Wires

Red: Positive (+)
Red w/ Black: Negative (–)

Step Five: Speaker Wire Connections

Negative (–)

5.1 Connect tweeter wires to terminal
5.2 Connect rear harness wires to terminal 

RESPECT POLARITY

TERMINAL DIAGRAM

Solid Red 
Positive (+)

Red w/Black 
Negative (–)

Positive (+)

Rear Wire Harness
Green or Purple
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Contact Biketronics if you require assistance
Toll Free: 800-735-2419
International: 208-875-2645

E-Mail: info@biketronics.com
Web: biketronics.com

Step Six: Route the Wire Harness
(if included)

Congratulations!

More from Biketronics, Inc.

6.1 Route wire harness along frame next to battery. Use zip ties to secure harness to 
frame. Follow existing wires into fairing and make  nal connections in fairing.

Congratulations on your new Biketronics Titan II 6” x 9” speakers. Your speakers represent 
a premium in sound quality. We are so con dent in these speakers that we’ve backed 

them with a no-hassel lifetime warranty, because it’s the right thing to do.

RetroRadio Kit Allows the installation of an aftermarket radio in 1988 to present 
Harley-Davidson touring bikes without loss of functionality. It’s 
a value-packed radio upgrade and is the superior solution when 
coupled with your new Titan II Speakers

Titan Ampli ers Specially designed for motorcycle applications, our ampli ers 
are small but pack a huge punch without overheating. Enjoy the 
clearest and loudest sound from your bike. Unlike other amps, it 
comes with a lifetime warranty and is proudly made in USA. 

TailBones Allow rear turn signals to work as both stoplights and running 
lights, even with single  lament bulbs. Plugs right in.

LED Bulb Kits LED turn signal upgrade kits shine brighter and look cleaner.

Updated 10-17-2013



General Warranty Information: Warranty applies to the original retail purchaser only and is not transferable. Proof of 

purchase is required for all warranty claims.

Auction Sales Policy: Products purchased through auction type websites, such as EBay, are subject to the return and 

warranty policies of the seller. Please make sure you understand their service and return policies before any funds are 

exchanged.  Biketronics Inc. will warranty products purchased this way but the customer will be responsible for all 

shipping costs.   

Satisfaction Guarantee: Products purchased directly from Biketronics Inc. come with a 30 day satisfaction guarantee.  

Refunds exclude shipping charges and a 7% restocking fee. For a full refund: products must be in excellent condition 

and kits must be complete in original packaging. *Biketronics products that are purchased through a dealer are sub-

ject to the dealers return policy.  

Warranty Coverage on Aftermarket Radios: Radios purchased from Biketronics Inc. come with the manufactures 

warranty. Warranty does not cover damage due to improper installation, shipping, handling or water damage caused 

from failure to use a protective cover. This coverage is handled by the customer through the radio manufacturer.  Bik-

etronics Inc. can handle this process for a handling fee and all shipping costs.

Warranty Coverage on Biketronics Inc. Products: All products manufactured by Biketronics come with a lifetime 

warranty. Warranty does not cover damage due to improper installation, shipping or handling.

Exclusions: Any defects resulting from water damage, fire, acts of nature, misuse, abuse, modification, improper 

installation, vehicle crash, or any type of impact will void the warranty. We will not be responsible for damages to mo-

torcycles resulting from the use or misuse of the product. In no event shall Biketronics Inc. be liable for any damages 

whatsoever (including consequential damages, incidental damages, or damages for loss of use, loss of time, inconve-

nience, or other losses) arising out of the use, misuse, or inability to use our product. Biketronics Inc. reserves the right 

to change the design of its products without any obligation to modify any previous product.

Repair or Replacement: If your product is not functioning properly, please call us at (800) 735-2419 as soon as pos-

sible so we can assist you in diagnosing and resolving your product problems. In cases where a product is defective, 

please call us for an RMA (return merchandise authorization) number. If the product is found to be defective and 

covered under warranty, it will be repaired or replaced at our option. Any charges accrued for removal, installation, 

reinstallation and shipping will not be covered by this warranty. 

Damaged or modified equipment: will be subject to a charge equal to the parts and labor required to return the 

product to as-new condition. This includes damaged wires, connectors, housings and shipping damage. If the product 

is not found defective Biketronics Inc. will return the product at the customers cost.

International Customers: Customer will pay shipping on all warranty services.

Warranty repair: repair or replace shipping time: We will ship out a repaired or replacement unit after receiving and 

testing, 6-8 business days from arrival at biketronics. There is a refundable core charge if Biketronics sends a replace-

ment part before receiving the defective part. The old/defective part must be returned within 60 days.

WARRANTY INFORMATION
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