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SmartFlasher Installation Guide 
 

(BT552 – 2-Prong flasher for light loads ( LED’s) 
 
Congratulations on your SmartFlasher purchase! SmartFlasher contains no mechanical components and should 
provide years of trouble-free service. SmartFlasher is made in America, and to the extent possible, using 
components from American companies. Should you have questions regarding SmartFlasher, feel free to dial the 
number found on your SmartFlasher module.  
 

The SmartFlasher is easy to install. The outline of the installation is as follows: 

� Disconnect battery – Just in case. Negative (-) cable first. DO THIS NOW! 
� Plug SmartFlasher into turn signal circuit (grounding SmartFlasher pigtail.) 
� Reconnect battery. 

 

1) Soldier and secure SmartFlasher into turn signal circuit 
(Note: It is best to soldier all connections. Also, use 
quality electrical tape or shrink tube to insulate work.)  
- Refer to Figure one. SmartFlasher connects into 

circuit just like a standard 552 flasher with the 
addition of a pigtail which must be routed to ground. 
Connect black wire from SmartFlasher to Bike’s 
ground. 

- SmartFlasher is suitable for loads under three amps 
such as LED’s or peanut bulbs (or a combination 
thereof.) 

 
 

2) Reconnect battery: Positive (+) cable first. 
 

3) That’s it! Ride and enjoy! 
 
 
 
 
 
 
 
 
Check out other Biketronics plug-in modules. Contact Biketronics or your dealer for: 
 

- SmartEqualizer is the solution for custom lighting on alarm, alarm option and non-alarm bikes. The 
computerized load equalizer allows you to install any combination of turn signal indicator, including halogen 
and LED’s. 

- TailBones enables rear turn signals to work as both stoplights and running lights even with single filament 
bulbs. Plugs right in. 

- LineRunner plug in module adds running light function to your single-filament front turn signals, including 
high power halogen bulbs. Uses stock Harley wiring harness. 

- BlinkerSpot turns spotlights into blinkers allowing complete removal of front turn signals and wiring. 
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Innovative V-Twin Electronics 

BT552 for: 
Any flasher 
applicaton under 
4 amps 


