
 
 

SmartEqualizer Installation Guide 
 

BT801 - Plug-in SmartEqualizer 
 
Congratulations on your SmartEqualizer purchase! SmartEqualizer contains no mechanical components and 
should provide years of trouble-free service. SmartEqualizer is made in America, and to the extent possible, 
using components from American companies. Should you have questions regarding SmartEqualizer, feel free to 
dial the number found on your SmartEqualizer module.  
 

The SmartEqualizer is easy to install. The outline of the installation is as follows: 

� Disconnect battery – Just in case. Negative (-) cable first. DO THIS NOW! (Note: SmartEqualizer 
requires battery disconnect for proper operation.) 

� Locate and disconnect OEM 8-position rear lighting connector. 
� Insert and secure SmartEqualizer into OEM rear lighting connector. 
� Reconnect battery. 
� Sequence/test blinkers. 

 

1) Locate and disconnect OEM 8-position rear lighting connector 
Connector location: under seat. 
Remove seat and identify 8-position connector. See figure one for 
an example of connector and wire colors. Wire colors are brown, 
black, red w/yellow stripe, purple, blue, orange w/white stripe. 
Note release button on plug-side of the connector (Fig. 1). 
Depress release button and separate connector halves. 
 Plug SmartEqualizer into OEM connector halves. Now 
position SmartEqualizer module and connector so they clear the 
seat pan. Make sure nothing binds or crimps wire bundles. Secure 
with included zip-tie. 
 
 

2) Reconnect battery: Positive (+) cable first 
 

3) Sequence/test blinkers: Activate right side turn signal. Should rapid flashing (fault) occur after 4 regular 
flashes, cancel blinker and activate left side turn signal. If fault occurs on left side, cancel blinker and re-
activate right side. [Note: If fault continues to occur, it may be necessary to remove LED turn signals from bike 
and repeat this step. Once normal flashing is accomplished on dash indicators, LED lights can be reinstalled.] 
 

4) That’s it! Ride and enjoy! 
 
 
Check out other Biketronics plug-in modules. Contact Biketronics or your dealer for: 
 

- TailBones enables rear turn signals to work as both stoplights and running lights even with single filament 
bulbs. Plugs right in. 

- FrontRunner plug in module adds running light function to your single-filament front turn signals, including 
high power halogen bulbs. Uses stock Harley wiring harness. 

- BlinkerSpot turns spotlights into blinkers allowing complete removal of front turn signals and wiring. 
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Fault codes can be cleared using the turn-signal bu ttons on ’03 and later bikes using the  
following procedure: 

1.  Set RUN/OFF switch to OFF. 
2.  Turn IGN switch ON-OFF- ON-OFF- ON. 

 

3.  Press left turn signal switch 2 times and release. 
� Bike responds with 1, 2, or 3 flashes to indicate t ype of turn signal module. 

 

4.  Press right turn signal switch 1 time and release. 
� Bike responds with 1 flash. 

 

5.  Press right turn signal switch 1 time and release. 
� Bike responds with 2 flashes. 

 

6.  Press right turn signal switch 1 time and release. 
� Bike responds with 3 flashes. 

 

7.  Press and hold left turn signal switch until bike responds with 2 flas hes. 
8.  Turn IGN switch off. – Codes should now be clear. 
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Biketronics multi-module installations 

Biketronics lighting modules are designed to work t ogether. However some combinations 
require a particular module order. The main require ments are 1) install any 
SmartEqualizer closest to the turn signal module 2)  install any TailRunner module 
closest to rear fender. See the combination pictori al below. 

To Turn Signal 
Module 

To Rear 
Fender 

Biketronics 
SmartEqualizer 
BT801 or BT802 

Biketronics 
TailBones 
BT300 

 

BT300 TailBones, or 
BT400 TailStopper, or 
BT500 TailRunner, or 
HD Stoplight Module 

BT801 or BT802 

To Turn Signal 
Module 

To Rear 
Fender 

Biketronics 
TailStopper 

BT400 

Biketronics 
TailRunner 

BT500 
 

BT500 TailRunner BT400 TailStopper or 
HD stoplight module 

SmartEqualizer 
Set-ups 

Stop/Running 
module Set-ups 

Clearing fault codes in ’03 & later bikes 
(Note: ‘01-’02 units clear themselves after 3 IGN cycles.) 


