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INSTALLATION

HogTenna
Installation Guide

BT87
Harley-Davidson FLT

or custom applications

Features:
• Cleans up bike appearance 

by replacing the long stock 
antenna.

• Factory power connector makes 
installation a snap!

• Our Famous Lifetime Warranty

Notes:
• HogTenna will work through any 

plastic or fi berglass fairing as 
long as metallic paint has not 
been used.

• Antenna is smaller than stock 
and therefore has lower 
reception capabilities.

• Not for CB use.

Congratulations on your Biketronics HogTenna 
purchase! HogTenna is a powered dipole antenna 
that you can mount inside your fairing. Should you 
have questions regarding HogTenna, feel free to dial 
the number found in these instructions.

1. Disconnect battery - Negative cable fi rst.
DO THIS NOW!

2. Remove outer fairing.
3. Place and fasten HogTenna. Use a zip-tie to 

secure HogTenna to existing wire bundle near 
top of fairing.

4. Make power connection. Use “piggy-back” 
spade connector on cigar lighter hot terminal. 
If unavailable, any switched 12 volt source will 
work.

Contact Biketronics if you require assistance:
Tel: 800-735-2419
E-Mail: info@biketronics.com
Web: www.biketronics.com

Biketronics, Inc.
321 East Palouse River Drive
Moscow, ID 83843
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5. Make HogTenna connection using Motorola plug.
Note: The long unterminated wire simply lies inside fairing compartment and is used 
to improve antenna performance.
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