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• Begin by loosening bolt securing steel 

bracket to fairing frame and stock 

speaker (marker A).

• Remove existing stock speakers.

• Place grills on adapter with cloth-side 

facing towards the rider.

• Install clutch side adapter as shown 

using #10 x 1” screws (marker C).

Mounting Adapter Ring to FairingStep 1

Pro Series 7.1” Speaker  /  FITMENT: Electra Glide 1996 - 2013
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Component system with high-pass filter

20mm Tweeter, 181mm Woofer / 4 ohm impedance

92.6 dB/SPL

49Hz - 22kHz +/- 3dB

170 Watts RMS / 240 Watts Peak

2  -  7.1” Speakers

2  -  Speaker Adapters

6  -  #10 x 1” Screws

8  -  6 x 3/4” Screws

2  -  Cloth-Covered Grills

2  -    
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• Route tweeter wires through the hole in           
   the adaptor ring (marker B)

C

Tweeter Bridges



• Place speaker against gasket so that the 

screw holes align with screw holes in 

speaker adapter and the terminals face 

toward radio.

• Install speaker using 6 x 3/4” screws 

(marker C). Do not over tighten screws.

• Place steel bracket back over last speaker 

hole and screw into place (marker D).

• Tighten bolt on steel bracket (marker A).

• Repeat steps for brake-side installation.
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Mounting Speaker to AdapterStep 2
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Step 3

C
Negative (Black)
From Ampli�er

Positive (Red)
From Ampli�er

Positive (Red)
To Tweeter

Negative (Black)
To Tweeter

• Connect the wires from the tweeter to  

the appropriate terminals.

• Connect the wires from the amplifier  

to the remaining terminals.

Connecting Speakers


