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2-REAR SPEAKER 
RADIO WIRES: 

PURPLE & 

PURPLE/BLACK 

2-REAR SPEAKER 
RADIO WIRES:  

GREEN & 

GREEN/BLACK 

LEFT REAR 
SPEAKER 

RIGHT REAR 
SPEAKER 

REAR SPEAKER WIRE DIAGRAM 
1988-1997: ELECTRA GLIDE® ULTRA CLASSIC 

1988 to PRESENT: STANDARD, CLASSIC & POLICE 

NEW 

RADIO 

REAR SPEAKER CONNECTIONS 
GREEN -                LEFT SPEAKER POSITIVE 
GREEN/BLACK - LEFT SPEAKER NEGATIVE 
PURPLE - RIGHT SPEAKER POSITIVE 
PURPLE/BLACK - RIGHT SPEAKER NEGATIVE 

USE 16-18 GUAGE LAMP CORD OR 
SPEAKER CABLE TO LENGTHEN 

BOTH PAIRS OF GREEN AND 
PURPLE WIRES FROM NEW RADIO. 

CONNECT CABLE TO REAR 
SPEAKERS. ROUTE CABLES UNDER 

FUEL TANK AND SEAT 

1988-1997 OEM 
HARLEY ULTRA 
RADIO SYSTEM 

FOR REAR 
SPEAKERS MUST 
BE BYPASSED IN 

ORDER FOR 
REAR SPEKERS 
TO FUNCTION 

WITH NEW 
RADIO 


